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Spannverschliisse

Tension latches

EHA-CO®

Informationen
Information

Tensione latches are ideal for securing machine and equipment parts that must be opened or removed
frequently. Many can be easily modified to suit special requirements, thereby eliminating the need for
custom design.

A tension latch is normally made by a “base” (rivet or weld mounting), “lever” (standard, with seconda-
ry lock, with hasp to be used with padlock, with key-lock), a “drawhook” ( adjustable -threaded-, fixed,
spring-loaded) and a "pivoting pin”. The drawhook, available in diffent sizes and shapes, engages with a
“strike” (rivet or weld mounting); for some specific applications the tension latch can be engaged directly
with the mating joint member, so no strike is needed.

The load needed to close the tension latch can be adjusted once installed by the threaded drawhook (only

adjustable versions). In case of fixed drawhook attention must be paid during the installation since the
load to apply differs accordingly to the position of the latch itself and the strike.

Lever

Secondary lock

Drawhook

Pivoting pin

Base

Strike
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Contents

TL44 150N
TL45 150N 15
TLO7 300N 10
TL14.2 300N 16
TLS14.2 300N 16
TL14.3 300N 16
TLS14.3 300N 17
TLO02 400N 6
TL27 400N 12
TLO8 500N 1

Light TL42 500N 14

load TLO4 550N 8
TLLO4 550N
TL43 550N 14
TL19 700N 13
TL46 750N 15
TLO6 1000N 10
TL51/TL52 1000N | 20/21
TLS51/TLS52 1000N | 21/22
TLL51/TLL52 1000N | 21/22
TLO5 1100N 8
TLSO05 1100N °o |
TL05.2 1100N 9
TLO5.4 1100N 9
TLO1 1500N 6
TLLO3 1500N 7 ] ]
TLS03 1500N 7 ]
TLLOB.O1 1500N 10 | ]
TL10 1500N 1

Medium | TL19.10 1500N 13
TLLOO 2000 ] ]
TLS00 2000N 5 ]
TLLO9 2000N 1 ] ]
L7 2700N 17 [
TLS17 2700N 17 _
TLL17 2700N 18 ] ]
TL18 4200N 18 [
TLL18 4200N 19 ] ]

Heavy TLZ18 4200N 19

load
TL46 4200N 19 [
TLL46 4200N 17 ]
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Spannverschliisse

Tension latches

EHA-CO®

TLOO / TLLOO / TLSOO
TLOO - Latch Max. working strenght 2000N
12 3 Latch Strike J holes
TLOO.1* PG00.1* 5,3
A ‘ ; — 5 Material and Finishing Code
25 ! 90:05 J6-03 66 Steel, unfinished AR
1935 Steel, nickel plated NC
Steel, zinc plated Cr6 free AA
FORI DI FISSAGGIO 53 Stainless steel BP
315 315 585 :05 255 15 Insert Material/Finishing code * into Latch/Strike Part No.
. fr_ 1)
- Ll 1)
= ’)

TLLOO - Latch with hasp (for use with padlock)

Max. working strenght 2000N

12

&, Q Latch Strike @ holes
%4 &
TLLOO.1* PG00.1* 5,3
R %‘%\Jjg N{ : Material and Finishing Code
1 ‘ i i Steel, unfinished AR
2 % | 6 Steel, nickel plated NC
1835 Steel, zinc plated Cr6 free AA
FORI DI FISSAGGIO 853 Stainless steel BP
315 35 58505 255 15 Insert Material/Finishing code * into Latch/Strike Part No.
. ﬁ_ N
22 oot
=
235
82505
TLSO00 - Latch with secondary lock Max. working strenght 2000N
12 86 Latch Strike @ holes
TLS00.1* PG00.1* 5,3
— .
O $ ’\g e Material and Finishing Code
‘ ‘ ‘ Steel, nickel plated NC
4 55
25 90:05 Insert Material/Finishing code * into Latch/Strike Part No.
1935
FORI DI FISSAGGIO 53
315 315 58505 55 __6
) =)\
ol =) ITT \\ .~ N
8\ = - LL 1] // Q@ Na
) ==
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Spannverschliisse

Tension latches

EHA-CO®

TLO1 / TLLO1 / TLO2

TLO1 - Latch Max. working strenght 1500N
Latch Strike J holes
TLO1.1* PGO01.1* 41
‘ RS : ¢ Material and Finishing Code
6 0 1) = Steel, unfinished AR
86 Steel, nickel plated NC
1405 Steel, zinc plated Cr6 free AA
FORI DI FISSAGGIO @41 Stainless steel BP
225 225 3805 20 8 Insert Material/Finishing code * into Latch/Strike Part No.
S
f:g%:ﬂ
q | < I O 2 3
L :l
)

Max. working strenght 1500N

Latch Strike J holes
TLLO1.1* PGO1.1* 4,1
Material and Finishing Code
Steel, unfinished AR
Steel, nickel plated NC
Steel, zinc plated Cr6 free AA
1405 Stainless steel BP
FORI DI FISSAGGIO @ 4.1 Insert Material/Finishing code * into Latch/Strike Part No.
25 25 3805 20 _8
=
f%ﬁ\:\
Q T T AV | ¢
\_ :l "
)
TLO2 - Latch Max. working strenght 400N
Latch Strike J holes
TLO2.1* PG02.1* 3,2
g Material and Finishing Code
% » 2 Steel, unfinished AR
‘ 765 Steel, nickel plated NC
- Steel, zinc plated Cr6 free AA
FORI DI FISSAGGIO @32 Stainless steel BP
IS
B S = i Insert Material/Finishing code * into Latch/Strike Part No.
v 3] = ¢ Jj @ o @
—/
395 |
5 | 18 _[10]5
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Tension latches

EHA-CO®

TLO3 / TLLO3 / TLSO3

TLO3 - Latch Max. working strenght 1500N
Latch Strike @ holes
_ TLO3.1* PG03.1* 3,2
[} -~
16 _| 44 30 Material and Finishing Code
£ Steel, unfinished AR
102 Steel, nickel plated NC
Steel, zinc plated Cr6 free AA
Stainless steel BP
FORI DI FISSAGGIO @3.2 Insert Material/Finishing code * into Latch/Strike Part No.
125 125 345205 _ 12_5
135
3 EE
AN
o
TLLO3 - Latch with hasp (for use with padlock) Max. working strenght 1500N
Latch Strike J holes
04 TLLO3.1* PG03.1* 3,2
a Nﬁ? < Material and Finishing Code
% “ 30 Steel, upfinished AR
‘ 6 Steel, nickel plated NC
Steel, zinc plated Cr6 free AA
102 Stainless steel BP
FORI DI FISSAGGIO @3.2 Insert Material/Finishing code * into Latch/Strike Part No.
125,125, 34505 2.5
’ \
3| | R
Q
S
TLSO03 - Latch with secondary lock Max. working strenght 1500N
Latch Strike J holes
TLS03.1* PG03.1* 3,2
: = -
16 _| 44 30 Material and Finishing Code
60 Steel, zinc plated Cr6 free AA
102 Stainless steel BP
Insert Material/Finishing code * into Latch/Strike Part No.
FORI DI FISSAGGIO @32
125 125 34595 _ 12_5
L \
3 (B RELR
AN
o
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Tension latches

EHA-CO®

TLO4 / TLLO4 / TLOS
TLO4 - Latch Max. working strenght 550N
3 Latch Strike @ holes
TLO4.1* PG04.1* 3,5
QT N : i Material and Finishing Code
18 B Steel, unfinished AR
52 Steel, nickel plated NC
Steel, zinc plated Cr6 free AA
FORI DI FISSAGGIO @35 Stainless steel BP

28503 Insert Material/Finishing code * into Latch/Strike Part No.

33
15
a0

TLLO4 - Latch with hasp (for use with padlock) Max. working strenght 550N
34 Latch Strike J holes
o4 TLLO4.1* PG04.1* 3,2
0 ér\\ j Material and Finishing Code
Steel, unfinished AR
L Steel, nickel plated NC
32 Steel, zinc plated Cr6 free AA

FORI DI FISSAGGIO @35 Insert Material/Finishing code * into Latch/Strike Part No.

28503

AN

|
ml | — ) ﬁ |
| i
& s %r
TLOS - Latch adjustable Max. working strenght 1100N
Latch Strike J holes
675 TLO5.1* PG05.1* 5,2
@D © Material and Finishing Code
‘ Steel, unfinished AR
3 5 3 Steel, nickel plated NC
138 = 150 Steel, zinc plated Cr6 free AA
Fori di fissaggio 852 Stainless steel BP
Fori di fissaggio @41 Insert Material/Finishing code * into Latch/Strike Part No.
[ N—™
== o Wl
1 e N
[ A TT—
vy
1 68 : 80 5 _|5
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TLO5.* / TLSO5

TL05.2 Latch Max. working strenght 1500N
] Latch Strike @ holes
(&) RTLJ) & TL05.2* not required 52
32 35 103 Material and Finishing Code
155 Steel, zinc plated Cr6 free AA
Insert Material/Finishing code * into Latch Part No.
FORI DI FISSAGGIO 852
[ >}
o o e -
a0 lle— T ”
A ‘_; D
U o
s
8|10 65
675
TL05.4 - Latch Max. working strenght 1500N
Latch Strike J holes
TLO5.4* not required 5,2
f ¢ g o Material and Finishing Code
i Stainless steel BP
70 34.5+1
Insert Material/Finishing code * into Latch Part No.
N3 FORI #5.2
+ ‘ g
8 @ [ —= Ti =
=
\ )
30.25 17
TLSO05 - Latch with secondary lock Max. working strenght 1500N
675 Latch Strike @ holes
TLS05.1* PG05.1* 5,2
S D © Material and Finishing Code
‘ Steel, nickel plated NC
3 3 36 Stainless steel BP
138 + 150
o X Insert Material/Finishing code * into Latch/Strike Part No.
Fori di fissaggio 852
Fori di fissaggio 041
N
G
e { <={ll] (I o -Ole
[ A 7T—
A\
10 68 + 80 5|5
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Tension latches

EHA-CO®

TLO6 / TLLO6 / TLO7
TLO6 - Latch Max. working strenght 1000N
Latch Strike @ holes
S TLO6.1* PG05.1* 4.1
7] %55 | 185 Material and Finishing Code
3 4 S Steel, unfinished AR
72 Steel, nickel plated NC
4 Steel, zinc plated Cr6 free AA
Stainless steel BP

FORI DI FISSAGGIO @41

IS
;4—:\
= 3

Insert Material/Finishing code * into Latch/Strike Part No.

o C}}} st T o o &
=]
40505 1515
TLLOG6 - Latch with hasp (for use with padlock) Max. working strenght 1500N
N°1 FORO @55 Latch Strike J holes
S
L TLLO6.1* PG05.1* 41
K Material and Finishing Code
A 5o Steel, unfinished AR
7 33 3 Steel, nickel plated NC
72 Steel, zinc plated Cr6 free AA
14 Stainless steel BP
Insert Material/Finishing code * into Latch/Strike Part No.
FORI DI FISSAGGIO @41
P
o \H 1 I ﬁ Fan o 2
| U‘ - “F J'== v ~ | o~
P
55 405 :05 515
TLO7 - Latch Max. working strenght 300N
.y Latch Strike @ holes
g TLO7.1* not required 3,2
R1 4—{
i ‘ Material and Finishing Code
7 - ! Steel, zinc plated Cr6 free AA
! 49 E7)

Insert Material/Finishing code * into Latch Part No.

025

17
.88,
ﬂ
)
8

30 3
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Tension latches

EHA-CO®

TLO8 / TLLO9 / TL10

TLO8 - Latch Max. working strenght 500N
Latch Strike @ holes
% TLO8.1* not required 5,0
- @ Material and Finishing Code
W Steel, unfinished AR
o » | Steel, nickel plated NC
‘ Steel, zinc plated Cr6 free AA
% Stainless steel BP

Insert Material/Finishing code * into Latch Part No.

17
0

135

TLLO9 - Latch with hasp (for use with padlock)

Max. working strenght 2000N

S
Latch Strike @ holes
" TLLO9.1* PG00.1* 53
S N _ o
e N e e O Material and Finishing Code
‘ 1
o~ - Steel, zinc plated Cr6 free AA
6 315 43 6005 255 T Y )
53 FORI DI FISSAGGIO Insert Material/Finishing code * into Latch/Strike Part No.
@53 FORI DI FISSAGGIQ S
s N
P& nf—=n\ ) \\I @) @) o2
RN TSN // (/2N aa S
. ¢ ’
75 66
215 215
375 43 6005 255 | 15
TL10 - Latch Max. working strenght 1500N
58 Latch Strike @ holes
,,,,,,,,,,,,, TL10.1* PG52.1* 53
B /\.3
TR
D = t Material and Finishing Code
v ® a 9 Steel, zinc plated Cr6 free AA
Insert Material/Finishing code * into Latch/Strike Part No.
- e 8
o N
75| 14 395:05 5
@53 FORI DI FISSAGGIO
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Tension latches

TL27 / TL28 / TLL28

Max. working strenght 400N

TL27 - Latch
Latch Strike @ holes

" TL27.1* PG27.1* 3,2
N

\']: Material and Finishing Code

e - ] Steel, zinc plated Cr6 free AA

1. 23 %

2 Insert Material/Finishing code * into Latch/Strike Part No.

FORI DI FISSAGGIO @32

~
I

o BN

Max. working strenght 1500N

TL28 - Latch adjustable
Latch Strike @ holes
88
TL28.1* PG28.1* 55
— 8 Material and Finishing Code
> Steel, zinc plated Cr6 free AA
BP

Stainless steel

| 17 bj
Insert Material/Finishing code * into Latch/Strike Part No.

ORI DI FISSAGGIO @55

Max. working strenght 1500N

Latch Strike dJ holes
TLL28.1* PG28.1* 5,2
Material and Finishing Code
Steel, zinc plated Cr6 free AA

Insert Material/Finishing code * into Latch/Strike Part No.
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TL19.* / TL40
TL19 - Latch Max. working strenght 700N
Latch Strike J holes
TL19.1* not required 7,0
R? //\,3\ & Material and Finishing Code
M ‘ Steel, zinc plated Cr6 free AA
| 65 Insert Material/Finishing code * into Latch Part No.
1285
1 1
125 45 25

Max. working strenght 1500N

Latch Strike J holes
TL19.10* PG19.10* 7,0
Material and Finishing Code
10 35 10 Steel, zinc plated Cr6 free AA
16.5:23.5 Insert Material/Finishing code * into Latch/Strike Part No.
135+142
Fﬂ/_é%lﬁ |
— —17}
i O-h—¢ | ) Q2
lﬁ [ el ]:U
F e
Asole #7x10 EE
TL40 - Latch adjustable Max. working strenght 2000N
Latch Strike dJ holes
TL40.1* PG40.1* 7.1
Material and Finishing Code
Steel, zinc plated Cr6 free AA

Insert Material/Finishing code * into Latch/Strike Part No.

40
22
455

@74 FORI DI FISSAGGIO

10 15 + 130 10
066 FORI DI FISSAGGIO
135 + 150
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Tension latches

TLL40 / TL42 / TLA3

EHA-CO®

TLL40 - Latch adjustable with hasp

Max. working strenght 2000N

Latch Strike @ holes
TLL40.1* PG40.1* 71
Material and Finishing Code
Steel, zinc plated Cr6 free AA

nl

z
455

@74 FORI DI FISSAGGIO

Insert Material/Finishing code * into Latch/Strike Part No.

©32 FORI DI FISSAGGIO

22

15
23

35:03 10

10 15 + 130 10
066 FORI DI FISSAGGIO
135 + 150
TL42 - Latch pre-loaded Max. working strenght 500N
615 Latch Strike @ holes

TL42.1* PG42.1* 3,2

d = Material and Finishing Code

4 385 0] | 55 Steel, zinc plated Cr6 free AA

‘ Stainless steel BP

Insert Material/Finishing code * into Latch/Strike Part No.
P
:I | N N
I il _/
©32 N°4 FORI DI FISSAGGIO
385 10
TL43 - Latch Max. working strenght 550N
Latch Strike dJ holes
© TL43.1* PG42.1* 3.2
gt ”””” Material and Finishing Code
pu s S
*‘ T Steel, zinc plated Cr6 free AA
-1 2z Stainless steel BP

Insert Material/Finishing code * into Latch/Strike Part No.
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EHA-CO®

TL44 / TLA5 / TL26

Max. working strenght 150N

TL44 - Latch pre-loaded
Latch Strike @ holes
TL44.1* PG44.1* 3,2
Material and Finishing Code
Steel, zinc plated Cr6 free AA

Insert Material/Finishing code * into Latch/Strike Part No.

2!
9 @32 FORI DI FISSAGGIO
TL45 - Latch Max. working strenght 150N
Latch Strike J holes
TL45.1* PG44.1* 3,2
Material and Finishing Code
Steel, zinc plated Cr6 free AA
60 = 65 Insert Material/Finishing code * into Latch/Strike Part No.

0
6
19

22
19
r10,
(2]

@34 FORI DI FISSAGGIO

TL26 - Latch adjustable Max. working strenght 750N

Latch Strike J holes
TL26.1* PG26.1* 3,4
Material and Finishing Code
Steel, zinc plated Cr6 free AA
60 = 65 Insert Material/Finishing code * into Latch/Strike Part No.

0
6
19

@34 FORI DI FISSAGGIO
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Tension latches

EHA-CO®

TL14.* / TLS14.*
TL14.2 - Latch Max. working strenght 300N
Latch Strike @ holes

J0MAX TL14.2* PG14.1* 3,1

o TL14.20* PG14.1* 4,0

‘ = TL14.25* PG14.1* 3,5

ﬁ] O

N2 Fori "D LL N Material and Finishing Code

L 22 |10|& Steel, zinc plated Cr6 free AA

48105 Stainless steel BP

Insert Material/Finishing code * into Latch/Strike Part No.

24
i
—b—
O 4

TLS14.2 - Latch with secondary lock Max. working strenght 300N
Latch Strike J holes
70 MAX TLS14.2* PG14.1* 3,1
- TLS14.20* PG14.1* 4,0
R 9 TLS14.25* PG14.1* 3,5
a <—O— — =
Material and Finishing Code
N2 Fori "D Lf 2 Steel, zinc plated Cr6 free AA
| 22 |10 © Stainless steel BP
48105
Insert Material/Finishing code * into Latch/Strike Part No.
< I o
o~ f M
i
45 Max
TL14.3 - Latch Max. working strenght 300N
Latch Strike J holes
81 MAX | TL14.3* not required 3,1
SER;ZE‘S&O% TL14.30* not required 4,0
RAL . L TL14.35* not required 35
Material and Finishing Code
Steel, zinc plated Cr6 free AA
~ Stainless steel BP
‘ 29 10 & Insert Material/Finishing code * into Latch Part No.

\‘

-
=

30.5

24
| —
4
<
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Tension latches

EHA-CO®

TLS14.* / TL17 / TLS17
TLS14.3 - Latch with secondary lock Max. working strenght 300N
Latch Strike @ holes
B0 MAX | TLS14.3* not required 3,1
SPESSORE " .
SERRABILE 42:05 TLS14.30 not required 4,0
TLS14.35* not required 3,5
O Material and Finishing Code
S] <9~ €T
Steel, zinc plated Cr6 free AA
N2 Fori D" || o Stainless steel BP
\ 2 || @

Insert Material/Finishing code * into Latch Part No.

TL17 - Latch adjustable Max. working strenght 2700N
Latch Strike J holes
98 Max
| ‘ TL17.1* PG17.1* 51
! T T
= Material and Finishing Code
~ A Steel, zinc plated Cr6 free AA
2 74:87 Registrabile Stainless steel BP
< 5 82:95 Registrabile Insert Material/Finishing code * into Latch/Strike Part No.

7 ——

f — x
o R )
S% 7= Fan }/,,:H )7777&\\¥,,J/ g
N4 ——— N
36.5
TLS17 - Latch adjustable with secondary lock Max. working strenght 2700N
Latch Strike dJ holes
o0 o TLS17.1* PG17.1* 5,1
: AN ' ' ’
z = Material and Finishing Code
= e A Steel, zinc plated Cr6 free AA
2 7487 Registrabile Stainless steel BP
B é 82:95 Registrabile Insert Material/Finishing code * into Latch/Strike Part No.

TN

|
T
)

34 Max
30
15.9
it f
W
WL
| J
/aim
/ \
/ \
()
| |
| |
L—H—1
|
26.5 Max

—
Fan
A\
T

|
|
\
\

36.5
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Spannverschliisse

Tension latches

TLL17 /TL18 /T

LS18

EHA-CO®

TLL17 - Latch adjustable with hasp

Max. working strenght 2700N

Latch Strike J holes
%é% TLL17.1* PG17.1* 5,1
5 —l— =
2 8 ] = Material and Finishing Code
N o Steel, zinc plated Cr6 free AA
0 74.87 Registrobi Stainless steel BP
— + €gistrapile
& 5 82:95 Registrabile Insert Material/Finishing code * into Latch/Strike Part No.
5 98 Max
J | e | :
g g Ennf - =
i PN VERSE S —
= I N
36.5
TL18 - Latch adjustable Max. working strenght 4200N
- Latch Strike @ holes
ax
\ TL18.1* PG18.1* 51
TL18.5* PG18.5* 6,5
; {} Material and Finishing Code
|
e — 90+115 Registrabile ) Steel, zinc plated Cr6 free AA
o 107:132 Registrobile Stainless steel BP
2 2 Fori ¢F Insert Material/Finishing code * into Latch/Strike Part No.
/I i e — r\—z
D o } ‘ ‘HRT 777777 Jr// g g
el =BT a¢
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TLS18 - Latch adjustable with secondary lock

Max. working strenght 4200N

121 Max

35 Max
29 Max

93+115 Registrabile

110+132 Registrabile

2 Fori oF

™~

39

19
5
&} Y
T

33.4 Max

45 Max

Latch Strike @ holes
TLS18.1* PG18.1* 51
TLS18.5* PG18.5* 6,5

Material and Finishing Code
Steel, zinc plated Cr6 free AA
Stainless steel BP

Insert Material/Finishing code * into Latch/Strike Part No.
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Spannverschliisse

Tension latches

EHA-CO®

TLL18 / TLZ18 / TL46
TLL18 - Latch adjustable with hasp Max. working strenght 4200N
Latch Strike J holes
121 Max
TLL18.1* PG18.1* 51
| TLL18.5* PG18.5* 6,5
o2 @ Material and Finishing Code
R Steel, zinc plated Cr6 free AA
m( 93:115 Registrabile 2 Stainless steel BP
o 110132 Registrabile e s . )
o - Insert Material/Finishing code * into Latch/Strike Part No.
» 2 Fori oF
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TLZ18 - Latch adjustable with key-lock Max. working strenght 4200N
Latch Strike dJ holes
<< O >> TLZ18.1* PG18.1* 51
— 121 Max TLZ18.5* PG18.5% 6,5
- g
5 x : Material and Finishing Code
2 | /& .
Pl Steel, zinc plated Cr6 free AA
B 100:115 Registrabile ‘ ‘ Insert Material/Finishing code * into Latch/Strike Part No.
2 1174132 Registrabile
& 2 Fori oF
o @ / ‘1’_]1 777777 { g g
= ‘ \ _ JJ 777777 i\\ ;’7 ©
— X@* i — -
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TL46 - Latch Max. working strenght 4200N
Latch Strike J holes
133 Max
1 TL46.1* PG18.1* 6,5
. TL46.50* PG18.5* 9,0
S Y
%
& Material and Finishing Code
91:116 Registrabile | Steel, zinc plated Cr6 free AA
108+133 Registrabile ‘ Stainless steel BP
Z 2 Fori oF Insert Material/Finishing code * into Latch/Strike Part No.
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Spannverschliisse

Tension latches

EHA-CO®

TLS46 / TLL46 / TL51

Max. working strenght 4200N

TLS46 - Latch adjustable with secondary lock
Latch Strike @ holes
133 Max
TLS46.1* PG18.1* 6,5
Q TLS46.50* PG18.5* 9,0
=3 Pan\ : e
sl = ) Material and Finishing Code
B o Steel, zinc plated Cr6 free AA
94:116 Registrabile Stainless steel BP
2 111:133 Registrabile ‘
a 2 Fori ¢F Insert Material/Finishing code * into Latch/Strike Part No.
| 5\‘\:
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Max. working strenght 4200N

TLL46 - Latch adjustable with hasp
| 133 Max Latch Strike J holes
TLL46.1* PG18.1* 6,5
B TLL46.50* PG18.5* 9,0
3| «
5|2 (j Material and Finishing Code
- 94:116 Redistrabil Steel, zinc plated Cr6 free AA
0 egietrabre Stainless steel BP
3 1114133 Registrabile
& 2 Fori oF Insert Material/Finishing code * into Latch/Strike Part No.
e |
M=o -
‘ | - T T\ o
ols | ﬁ . f\ 33
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Max. working strenght 1000N

72 Max

TL51 - Latch adjustable
Latch Strike @ holes
25.5 TL51.1* PG51.1* 3,6
] ] TL51.2* PG51.2* welding
é {} s TL51.5 PG51.5 4,2
o p . = Material and Finishing Code
%‘ 50+62 Registrabile gtzﬁ]ll‘ezslgcsfelglted Cr6 free gg
55:67 Registrabile
o Insert Material/Finishing code * into Latch/Strike Part No.
£ - T el =
& 2 o ;>77’t~gﬂf7&\\¥\\\
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Spannverschliisse

Tension latches

EHA-CO®

TLS51 /TLL51 / TL52

TLS51 - Latch adjustable with secondary lock Max. working strenght 1000N
Latch Strike J holes
255 TLS51.1* PG51.1* 3,6
. 0 TLS51.2* PG51.2* welding
2 3B N 5 TLS51.5% PG51.5* 4,2
2 . © =
= e = Material and Finishing Code
0 19
= 5567 Redistrab Steel, zinc plated Cr6 free AZ
@ To ReqiStrable Stainless steel BP
60+67 Registrabile
o Insert Material/Finishing code * into Latch/Strike Part No.
El I = == A
2 - {;J;:f.':':’:%w\¥ \
72 Max
TLL51 - Latch adjustable with hasp Max. working strenght 1000N
Latch Strike J holes
255 TLL51.1* PG51.1* 3,6
‘g TLL51.2* PG51.2* welding
x o R TLL51.5* PG51.5* 42
= > >
& ; {?, ; Material and Finishing Code
o 19 Steel, zinc plated Cr6 free AZ
& 56:62 Registrabile Stainless steel BP
- 61:67 Registrabile Insert Material/Finishing code * into Latch/Strike Part No.
& “m’ > ‘*‘:j‘jL‘ \¥\ B
72 Max
TL52 - Latch adjustable Max. working strenght 1000N
Latch Strike J holes
25.5 TL52.1* PG51.1* 3,6
] TL52.2* PG51.2* welding
g @ s TL52.5* PG51.5* 4,2
; i Material and Finishing Code
0 #0 25:37
:%- Registrabile Steel, zinc plated Cr6 free AZ
19 30:42 Stainless steel BP
Registrabile
Insert Material/Finishing code * into Latch/Strike Part No.
¢ & T .
& ?’ rL:: 'L:yjkii\&
62 Max
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Spannverschliisse

Tension latches

EHA-CO®

TLS52 / TLL52 / TLS605

TLS52 - Latch adjustable with secondary lock Max. working strenght 1000N
Latch Strike J holes
ol TLS52.1* PG51.1* 3,6
. TLS52.2* PG51.2* welding
E Eé ?‘G}f Eé TLS52.5 PG51.5 4,2
= ; m“ = Material and Finishing Code
. 90 |l 30.37 )
a Registrabile Steel, zinc plated Cr6 free AZ
” 19 . Stainless steel BP
Registrabile
Insert Material/Finishing code * into Latch/Strike Part No.
g § =T -
o 5 e SBEBC
62 Max
TLL52 - Latch adjustable with hasp Max. working strenght 1000N
Latch Strike @ holes
255
e TLL52.1* PG51.1* 3,6
- Qi TLL52.2* PG51.2* welding
3 — ' - TLL52.5* PG51.5* 4,2
g = ﬁ@ : s
o Lt o < Material and Finishing Code
f‘ | 3137 Steel, zinc plated Cr6 free AZ
& Registrabile Stainless steel BP
19 3642
Registrabile Insert Material/Finishing code * into Latch/Strike Part No.
Q E rL:* ::}M\L\L
62 Max
TLS605 - Latch pre-loaded with secondary lock
o ) Latch Strike @ holes
. - TLS605.1* PG605.1* 51
(o]
- : : Material and Finishing Code
o Stainless steel BP
35.5 45
' ! Insert Material/Finishing code * into Latch/Strike Part No.
17 20
3-95.1 I {
E;_r:.,,
[=1 \?\ Fany ey ﬂ ] ﬁ o™ =t ™
o Ay & M| u (3] o o
R5 12| 42~45 | 25 3-05.1
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Spannverschliisse

Tension latches

TLS606 / TL609 / TL603

EHA-CO®

TLS606 - Latch adjustable pre-load with secondary lock

Latch Strike @ holes
TLS606.1* PG606.1* 4,2
Material and Finishing Code
Steel, zinc plated Cr6 free AZ

Insert Material/Finishing code * into Latch/Strike Part No.

L 4-34.5

TL609 - Latch
96.5
L Latch Strike @ holes
S_W_a j TL609.1 PG609.1 4,5
-+ Material and Finishing Code
19.5| 17.5 9.5 31.843 , 17.5
Rubber body, base and strike Aisi 304 PN

Insert Material/Finishing code * into Latch/Strike Part No.

TL603 - Latch

I ﬁ"“‘t, mb" —
S

£

6-96.6| =|

|1 A

B
32

Latch Strike @ holes
TL603.1* PG603.1* 6,6
Material and Finishing Code
Stainless steel BP

Insert Material/Finishing code * into Latch/Strike Part No.
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Spannverschliisse

Tension latches

TLZ600 / TLZ601 / TLZ604

EHA-CO®

TLZ600 - Latch with key-lock

fi=]
=
I
i,
o
ol
32 2-093.2
T A 23.2
w
wl 52 w
4-03.2 5 S
of b
=l o
<

Latch Strike @ holes
TLZ600.1* PG600.1* 3,2
TL600.1* PG600.1* 3,2
(without lock)
Material and Finishing Code
Zinc alloy body bright chrome plated, AC
base and strike stainless steel

Insert Material/Finishing code * into Latch/Strike Part No.

a
-

EEs [

ted, base and strike stainless steel

26 Latch Strike @ holes
[ TLZ601.1* PG601.1* 4,5
\ Material and Finishing Code
Zinc alloy body bright black powder coa- BK

Insert Material/Finishing code * into Latch/Strike Part No.

“Te ¢ #7

2e9

Latch Strike @ holes
TLZ604.1* PG604.1* 3,1
TL604.1* PG604.1* 3,1
(without lock)
Material and Finishing Code
Zinc alloy body black chrome plated, CK
base and strike stainless steel

Insert Material/Finishing code * into Latch/Strike Part No.

HA-CO GmbH Traun info-at@ha-co.eu +43 7229 23844 | HA-CO Motion AG info-ch@ha-co.eu +41 55 225 40 50 | HA-CO GmbH Kleinwallstadt info@ha-co.eu +49 6022 27 30 40




EHACO® EHACO HEHACO HEHAC®

Technical connection and more Motion systems and more Carbon and more Couplings and more
HA-CO GmbH HA-CO Motion AG HA-CO Carbon GmbH HA-CO GmbH
Johann-Roithner-StraRe 131 Lidwil 10 Albert-Einstein-Straf3e 1 An der Stdbriicke 16
A-4050 Traun CH-8852 Altendorf D-86757 Wallerstein D-63839 Kleinwallstadt

Phone +43 7229 238 44 Phone +41 55 225 40 50 Phone +49 9081 805 07 40 Phone +49 6022 27 30 40
info-at@ha-co.eu info-ch@ha-co.eu info@ha-co-carbon.com info@ha-co.eu
www.ha-co.eu www.ha-co.eu www.ha-co-carbon.com www.ha-co.eu

EHA-CO®

Couplings and more

. Kleinwallstadt

. Wallerstein

EHACO

Carbon and more

@ 1raun
EHA-CO

Technical connection and more

Altendorf

EHA-CO®

Motion systems and more

Profitieren Sie von den Synergien unserer Gruppe:
Benefit from the synergies of our group:
Profitez des synergies de notre groupe :

HA-CO Motion AG, Switzerland — Motion systems and more
HA-CO GmbH, Germany - Couplings and more

HA-CO Carbon GmbH, Germany — Carbon and more

HA-CO GmbH, Austria — Technical connection and more





